**FMC Drum Filters**

- **Number of Bags**: 1
- **Filter Bag Size**: FMC
- **Maximum Operating Pressure**: Open System
- **Design Temperature Range**:
  - Carbon Steel: 20 to 500°F (-6 to 260°C)
  - Stainless Steel: -20 to 250°F (-28 to 121°C)
- **Materials of Construction**: Carbon Steel, 316 Stainless Steel
- **Non-Wetted Parts**:
  - Stainless Steel: May contain some plated Carbon Steel materials
- **Number of Gaskets**: 1
- **Connections**: 1½” Quick Connect
- **Surface Finish**:
  - Carbon Steel: Acrylic enamel paint
  - Stainless Steel: Light sand blast
- **Code Stamp**: None
- **Gasket Material**: Buna-N, EPDM
- **Bag Seal**: Positive Bag Seal without manual hold down
- **Lid Opening**: Quick Connect

**Bag Filter Housings**

**HOW TO ORDER**

**FMC Drum Filters**

Item Number VB403831S

**Filter Bags for FMC Drum Filters**

B  NMO  10  FMC

1. **Type of Filter**
   - B = Bag
2. **Material**
   - NMO = Mesh, Nylon Monofilament
3. **Micron Ratings**
   - 1, 5, 10, 25, 35, 55, 75, 100, 125, 150, 200, 300, 400, 600, 800
4. **Vessel Type**
   - FMC = 22 Drum Filter

Locate Your Sales Representative